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Increase your productivity with REMA TIP TOP systems 

 

In line with the REMA TIP TOP motto ONE BRAND // ONE SOURCE // ONE SYSTEM, TIP TOP Industrievulkanisation Borna GmbH 

and its subsidiaries stand for first-class products, systems and services from a single source. We impress our customers worldwide 

with state-of-the-art technology and groundbreaking innovations. For decades, TIP TOP Borna GmbH has been regarded as a 

reliable partner and innovative system provider for wear protection, corrosion protection, service, cleaning, design and 

construction of conveyor systems. 

We ensure smooth and gentle operation of your conveyor belt systems. Our diverse range of first-class products from REMA TIP 

TOP protects, cleans, repairs and completely renews transport systems and conveyor belts for a wide variety of applications. 

With its highly qualified expertise, REMA TIP TOP Industrie ensures maximum functionality and a significantly increased service 

life for your valuable conveyor and processing systems. Our proven and modern materials prevent disruptive bridging and caking, 

protect against wear caused by impact and abrasion, and significantly reduce noise. 

The CHEMOLINE and CHEMONIT corrosion protection systems have been used worldwide for many years with great success for 

heavy-duty corrosion protection on construction sites and in workshops. These systems cover a wide range of different 

applications. 

We serve a large number of customers from a wide range of industries. Not only open-cast mines, gravel pits, foundries, 

automotive suppliers, industrial bakeries and concrete plants rely on the services of TIP TOP Industrievulkanisation Borna, but 

also airports, energy companies with their power plants and construction companies, which we support in road and tunnel 

construction projects. 

In us, you have found a reliable partner for conveyor belts, conveyor systems, service and wear protection. With our highly 

qualified employees, we are able to respond quickly and promptly to breakdowns in your systems, thereby keeping downtime 

as short as possible. 

 

Benefit from our expertise and many years of experience in the field of conveyor system services. 
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REMACLEAN Belt cleaning systems 

 

…………………………………………………………………………………………………………………………………………………………………. 

 

Overview REMACLEAN - F-series 

 

     

  

Type HM-F2 HM-F2 PUR PUR-F3 PUR-F4 PUR-F4 HD 
 

Belt width [mm] 400 – 2200 500 – 2000 400 – 2400 800 – 2400 800 – 2600  

Drum diameter [mm] 
160 – 850 

Long: 850 – 1050 

S/SL: 300 – 650 

L/LL: 450 – 1050 
160 – 800 500 – 1000 500 – 1000 

 

max. belt speed [m/s] 4.5 4.5 4.0 4.0 5.0  

max. operating temp. [°C] 80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 **  

suitable for reverse mode  yes yes yes yes yes  

ATEX suitable no yes ** yes ** yes ** yes **  

suitable for mechan. fasteners no no yes yes yes  

Cleaning type [H/V] V, H V, H V V V  

Type of cleaning bar [S/D] S S S / D (Mono) S / D (Mono) S / D (Mono)  

Material of cleaning bar HM HM PUR PUR PUR  

for food applications yes ** no no no no  

Oil and grease resistant material       

Sand /gravel (dry)       

Sand / gravel (moist)       

Hard coal (raw)       

Lignite / Overburden       

Ores       

Sinter       

Clay       

Cement       

Gypsum / Lime (dry)       

Gypsum / Lime (wet)       

Recycling   
 

 Mono 

 

 Mono 

 

 Mono 

 

 

V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.  
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REMACLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview REMACLEAN - F-series 
 

 

  

   

 

PUR-F5 PUR-F6 PUR-F6-S PUR-F8 PUR-F300 PUR-F400 PUR-F500 

500 – 1600 500 – 1600 400 – 1600 650 – 2400 1000 – 3000 1000 – 3000 1400 – 3000 

200 – 800 200 – 800 150 – 550 500 – 1800 600 – 1400 1000 – 1800 1200 – 2200 

4.0 4.0 3.0 7.0 7.0 8.0 10.0 

80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 ** 80 / 120 ** 

yes yes yes yes yes yes yes 

yes ** yes ** yes ** yes ** yes ** yes ** yes ** 

yes yes yes yes yes yes yes 

V V V V V V V 

S D D S S S S 

PUR PUR PUR PUR PUR PUR PUR 

no no no no no no no 

       

       

       

       

       

       

       

       

       

       

       

       

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 
 

The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.     
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REMACLEAN Belt cleaning systems 

 

……………………………………………………………………………………………………………………………………………………………………. 

 

Overview REMACLEAN - F-series 

 

   

 

  

 

Type HM-U1 HM-U2 HM-U3 HM-U7 HM-U8 
 

Belt width [mm] 400 – 2400 500 – 2400 400 – 1400 400 – 1400 800 – 2200  

max. belt speed [m/s] 6.5 6.5 4.0 4.0 6.5  

max. operating temp. [°C] 80 / 120 ** 60 80 80 80  

suitable for reverse mode yes * yes * yes * no no  

ATEX suitable yes ** yes ** yes ** yes ** yes **  

suitable for mechan. fasteners no no no yes ** yes **  

Cleaning type [H/V] V, H V, H V, H F F  

Type of cleaning bar [S/D] S D D S S  

Material of cleaning bar HM HM HM HM HM  

for food applications yes** no yes ** no no  

Oil and grease resistant 

material 

      

Sand /gravel (dry)       

Sand / gravel (moist)       

Hard coal (raw)       

Lignite / Overburden       

Ores       

Sinter       

Clay       

Cement       

Gypsum / Lime (dry)       

Gypsum / Lime (wet)       

Recycling 
 
   

 
 

 
 

 
  

 

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.     
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REMACLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview REMACLEAN - U-series 

 

  

 

 

HM-U10 HM-U10-S HM-U11R HM-U500 HM-U500 TWIN 

400 – 2400 400 – 2600 400 – 2000 1400 – 3000 1400 – 3000 

6.5 8.0 3.5 (Type 70) / 6.5 (Type 85) 10.0 10.0 

80 80 80  80 80 

no no yes no no 

yes ** yes ** yes ** yes ** yes ** 

no no no yes ** yes ** 

F F V, F F F 

S S S S S 

HM HM HM HM HM 

yes ** yes ** no no no 

     

     

     

     

     

     

     

     

     

     

     

 
  

 
  

 
    

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.    
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REMACLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview REMACLEAN - U-series – Cleaning brushes  

 

   

  

  

Type SGB SGB-PUR SGF SGF HD TMB GRB-S GBM 

Belt width [mm] 400 – 1400 400 – 1600 500 – 2000 500 – 2000 400 – 2000 400 – 2000 800 – 2200 

max. belt speed [m/s] 2.5 3.5 2.5 4.0 6.5 2.5 8.0 

max. operating temp. [°C] 70 
80 / 120 

** 

80 / 120 

** 

80 / 120 

** 
100 70 100 

suitable for reverse mode yes yes yes yes yes yes yes 

ATEX suitable nein yes ** yes ** yes ** no yes ** no 

suitable for mechan. 

fasteners 
yes yes yes yes no yes no 

Cleaning type [H/V] H H V, H V, H F F F 

Material of brush rubber PUR PUR PUR plastic rubber plastic 

for food applications no no no no yes ** yes ** yes** 

Oil and grease resistant 

material 

       

Sand /gravel (dry)        

Sand / gravel (moist)        

Hard coal (raw)        

Lignite / Overburden        

Ores        

Sinter        

Clay        

Cement        

Gypsum / Lime (dry)        

Gypsum / Lime (wet)        

Recycling 
 
  

 
  

 
  

 

  

 
 

 
  

 
  

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.    
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REMACLEAN Belt cleaning systems 
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Overview REMACLEAN - I-series 

 

  

   

Type RB-IGD RB-IGD HD RB-IGP-S RB-IGP-S HD 

Belt width [mm] 400 – 2000 1000 – 2200 500 – 1800 1200 – 2600 

max. belt speed [m/s] 3.5 6.0 4.0 6.0 

max. operating temp. [°C] 70 70 70 70 

suitable for reverse mode yes yes no no 

ATEX suitable yes ** yes ** yes yes 

suitable for mechan. fasteners yes yes yes yes 

Cleaning type [H/V] G G G G 

Type of cleaning bar [S/D] D D D D 

Material of cleaning bar rubber (CAB) rubber (CAB) PE PE 

for food applications yes** yes ** yes ** yes ** 

Oil and grease resistant material     

Sand /gravel (dry)     

Sand / gravel (moist)     

Hard coal (raw)     

Lignite / Overburden     

Ores     

Sinter     

Clay     

Cement     

Gypsum / Lime (dry)     

Gypsum / Lime (wet)     

Recycling 
 
  

 
  

 
  

 
  

 

V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose.     
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REMACLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview REMACLEAN – Cleaning bars 

 

    

 

 

 

Type KWA PUR PUR-LIGHT M C 
 

Belt width [mm] 500 – 1600 500 – 2000 400 – 1400 500 – 1600 500 – 1400  

max. belt speed [m/s] 3.5 3.5 2.5 3.5 3.5  

max. operating temp. [°C] 70 70 70 70 70  

suitable for reverse mode no yes yes no no  

ATEX suitable yes ** yes ** yes ** yes ** yes **  

suitable for mechan. fasteners yes yes yes no no  

Cleaning type [H/V] V, H V, H V, H V, H V, H  

Type of cleaning bar [S/D] D D D D D  

Material of cleaning bar rubber PUR PUR rubber / metal rubber/ ceramics  

for food applications no no no no no  

Oil and grease resistant material       

Sand /gravel (dry)       

Sand / gravel (moist)       

Hard coal (raw)       

Lignite / Overburden       

Ores       

Sinter       

Clay       

Cement       

Gypsum / Lime (dry)       

Gypsum / Lime (wet)       

Recycling      
 

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose. 
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REMACLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview REMACLEAN – Cleaning bars 

 

 

 

HML Type 16 HML Type 15 HML HR HML CHROM 

400 – 1400 400 – 1200 400 – 1400 400 – 1400 

4.0 4.0 4.0 4.0 

60 60 300 300 

no no no no 

yes yes yes yes 

no no no no 

V, H V, H V, H V, H 

D D D D 

HM HM HM HM 

no no no yes 

    

    

    

    

    

    

    

    

    

    

    

 
  

 
  

 
   

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 
 

The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose. 
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UNICLEAN Belt cleaning systems 

 

………………………………………………………………………………………………………………………………………………………………… 

 

Overview UNICLEAN 

 

 F-series  U-series  

 

 

  

 

Type PUR-FH PUR-FH 90 HM-UG HM-UT PUR-UT 

Belt width [mm] 500 – 1200 500 – 1200 500 – 1200 500 – 1200 500 – 1200 

Drum diameter [mm] 200 – 650 200 – 650 - - - 

max. belt speed [m/s] 3.5 3.5 2.5 3.5 2.5 

max. operating temp. [°C] 60 60 60 60 60 

suitable for reverse mode yes no yes yes * yes * 

ATEX suitable no no yes yes no 

suitable for mechan. fasteners yes yes no no yes 

Cleaning type [H/V] V V H, F H, F H, G 

Type of cleaning bar [S/D] D S D D D 

Material of cleaning bar PUR PUR HM HM PUR 

for food applications no no no no no 

Oil and grease resistant material      

Sand /gravel (dry)      

Sand / gravel (moist)      

Hard coal (raw)      

Lignite / Overburden      

Ores      

Sinter      

Clay      

Cement      

Gypsum / Lime (dry)      

Gypsum / Lime (wet)      

Recycling 
 
   

 
 

 
 

 
  

 
V=Pre-cleaner (primary), H=Main cleaner (secondary), G=Coarse cleaner, F=Fine cleaner, S=Segments,  

D=Continuous strip, HM=Carbide, PUR=Polyurethane, MONO=Continuous strip 

*=with reverse stop, **=as special design       = recommended,       = conditionally suitable,      = not recommended 

 
The recommendations listed as examples for the use of the products are based on application experience, but do not constitute a guarantee 

of their suitability for specific areas of application and do not exempt the user from conducting their own tests. In individual cases, we 

recommend seeking application advice – experienced specialists from REMA TIP TOP are available for this purpose. 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F-series 

Overview segment sizes 

 
Overview of PUR qualities for F- and U-series 

Colour Properties 

Red Standard version in high REMA TIP TOP quality 

Black V-quality, self-extinguishing and ATEX-compliant 

Blue For use in the chemical industry, at temperatures up to 100°C (briefly 120°C) and 100% humidity   

Navy blue 
Acid-resistant and heat-resistant up to 100°C (briefly 120°C),  

particularly suitable for use in copper processing 

Honey 
Hydrolysis-resistant – for use in high humidity and with materials containing high levels of water.  

Also suitable for ATEX areas. 

Green Higher stability in biological products, not certified for food use, e.g. liquid sugar from sugar beet 

 

 
Notes: 

Minimum order quantities may apply for special PUR grades (except red). These grades are available on request. 
 

For all conveyor belt cleaning systems for use on the drum (REMACLEAN and UNICLEAN F-series), it should be noted that the 

cleaning width must be adjusted to the material flow. We recommend the following formula for this: 

 

 

Cleaning width = Material flow width + max. 100 mm. 

 

 

 

 

 

 

 

 

 

 

 

 

 

F6-S    F3              F4            F5        F6                  F7                   F8                F300                   F400                          F500 

 

1.1 

 The PUR-F5, PUR-F400 and PUR-F500 segments 

with the suffix CA, CB or CC are characterised by the 

addition of ceramic balls to the polyurethane of the 

wear surface. The illustration on the left shows the 

percentage of ceramic balls added to the segment tip. 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

REMACLEAN HM-F2 

The REMACLEAN HM-F2 belt cleaning system is designed for optimum, belt-friendly cleaning at belt speeds of up to 4.5 m/s. 

The individually elastic-mounted segments are coated with highly abrasion-resistant carbide and ensure ideal adaptation to 

the conveyor belt surface. The spindle clamping device makes installation and adjustment of the contact pressure easy. 

 

 

Properties 

 belt-friendly cleaning thanks to  

optimal adaptation of the individual 

carbide-tipped segments to  

the conveyor belt surface 

 long service life through the use of  

highly abrasion-resistant carbides  

 open design of carbide carriers 

for free material flow 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds   

up to 4.5 m/s 

 

 

 

 

 

 

Article numbers 

REMACLEAN HM-F2 

Art. no. Description 
Belt width 

[mm] 

578 3009 

REMACLEAN HM-F2 

400 

578 3016 500 

578 3023 650 

578 3030 800 

578 3047 900 

578 3054 1000 

578 1001 1200 

578 1018 1400 

578 1025 1600 

578 1032 1800 

578 1049 2000 

578 1033 2200 

 

Application area 

 particularly suitable for 

pre-cleaning and main cleaning 

 universally applicable for many 

conveyed material such as sand and 

gravel, 

hard coal, ores, sinter, cement 

and in the chemical industry 

 not suitable for use  

with mechanical fasteners 

 also suitable for use in  

reversible operation (Installation of 

one cleaner per drum is 

recommended) 

 for drum diameter  

160 – 850 mm  

in version with long torsion elements 

850 – 1.050 mm 

 

REMACLEAN HM-F2 

 

Installation of REMACLEAN HM-F2 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 
 

Article numbers 

REMACLEAN HM-F2 HR 

Special version for operating temperatures up to 120°C 

Art. no. Description 
Belt width 

[mm] 

578 1214 

REMACLEAN HM-F2 HR 

400 

578 1221 500 

578 1238 650 

578 1245 800 

578 1252 900 

578 1269 1000 

578 1276 1200 

578 1283 1400 

578 1284 1600 

578 1285 1800 

578 1286 2000 

578 1287 2200 

 

 

REMACLEAN HM-F2 S 

Special version for particularly hard material. 

The carbide carriers are each equipped with two carbides.  

Art. no. Description 
Belt width 

[mm] 

578 3010 

REMACLEAN HM-F2 S 

400 

578 3017 500 

578 3024 650 

578 3031 800 

578 3055 1000 

578 1002 1200 

578 1019 1400 

578 3056 1600 

578 3057 1800 

578 3058 2000 

578 3059 2200 

 

 

 

 

 

 

 

 

REMACLEAN HM-F2 S 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 
 

Article numbers 

 Spare and wear parts REMACLEAN HM-F2 / HM-F2 HR 

Art. no. Description 
Width/Height 

[mm] 

578 3250 Carbide carrier HMT-F2/120, center 

120 

578 3267 Carbide carrier HMT-F2/120, right 

578 3274 Carbide carrier HMT-F2/120, left 

578 3249 
Replacement spatula made of PE 

F2/120, center 

578 3250 
Carbide carrier HMT-F2/120 type 15 

center* 

578 0435 Carbide carrier HMT-F2/240, center 

240 578 0442 Carbide carrier HMT-F2/240, right 

578 0459 Carbide carrier HMT-F2/240, left 

578 3243 Torsion element HM-F2 
160 

578 3951 Torsion element HM-F2 HR (up to 120°C) 

578 3992 Torsion element HM-F2, long 250 

 
* Type 15 design for use with highly abrasive material, 

e.g. with high quartz content  

 

Spare and wear parts REMACLEAN HM-F2 S 

Art. no. Description 
Width/Height 

 [mm] 

578 3268 Carbide carrier HMT-F2/120 S, center 

120 578 3251 Carbide carrier HMT-F2/120 S, right 

578 3275 Carbide carrier HMT-F2/120 S, left 

 

 

Carbide carrier HMT-F2/120 and 240 

 

Torsion elements HM-F2  

(160 and 250 mm) 

 

Carbide carrier HMT-F2/120 S 

15 1.1 – F-series 

Replacement spatula made of PE 

F2/120, center 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 VA 
 

Article numbers 

REMACLEAN HM-F2 VA 

Stainless steel design for corrosive media and the food industry (material 1.4571) 

Art. no. Description 
Belt width 

[mm] 

578 0167 

REMACLEAN HM-F2 VA 

400 

578 0174 500 

578 0181 650 

578 0198 800 

578 0208 900 

578 0215 1000 

578 0497 1200 

578 0507 1400 

578 0514 1600 

578 0515 1800 

578 0516 2000 

578 0517 2200 

 

 

 Spare and wear parts REMACLEAN HM-F2 VA 

Art. no. Description 
Width/Height 

 [mm] 

578 0222 Carbide carrier HMT-F2 VA, center 

120 578 0239 Carbide carrier HMT-F2 VA, right 

578 0246 Carbide carrier HMT-F2 VA, left 

578 0253 Torsion element HM-F2 VA 160 

578 0981 Torsion element HM-F2 VA, long 250 

 

Carbide carrier HMT-F2 VA 

 

Torsion elements HM-F2 VA  

(160 and 250 mm) 

 

REMACLEAN HM-F2 VA 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2  

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

(HM-F2 long) 

[mm] 

400 16.7 360 500 – 1260 1400 

212 304 500 18.5 480 620 – 1360 1500 

650 20.6 600 740 – 1510 1650 

800 26.2 720 860 – 1610 1750 

216 308 900 28.6 840 980 – 1750 1900 

1000 30.6 960 1100 – 1860 2000 

1200 48.6 1080 1300 – 1970 2200 
224 316 

1400 52.1 1200 1400 – 2170 2400 

1600 92.9 1440 1580 – 2370 2600 

237 329 
1800 100.1 1680 1820 – 2570 2800 

2000 105.9 1800 1940 – 2770 3000 

2200 115.4 2040 2180 – 2970 3300 

 

 

 

 

 

 

 

 

 

 

 

 

 
Installation dimensions are identical for all models.  
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 PUR 

The REMACLEAN HM-F2 PUR systems are suitable for conveyor belt-friendly cleaning at belt speeds of up to 4.5 m/s. 

The individual segments are an optimal combination of the advantages of polyurethane and carbide. The movable 

segments ensure optimal adaptation to the conveyor belt surface at all time. The assembly and adjustment of the 

contact pressure is easy thanks to the spindle clamping device. 

 

 

Properties  

 belt-friendly cleaning thanks to  

optimal adaptation of the individual 

carbide-tipped segments to  

the conveyor belt surface 

 long service life through the use of  

highly abrasion-resistant carbides 

  Protection of the system carrier by 

integrated drip aprons 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds 

up to 4.5 m/s 

 

 

 

 

 

Article numbers 

REMACLEAN HM-F2 PUR S (short) 

Art. no. Description 

Number of segment 

feet 

PUR-85         PUR-105 

Belt width 

[mm] 

578 3420 

REMACLEAN HM-F2 PUR S 

(short) 

2 2 500 

578 3421 3 2 650 

578 3422 3 3 800 

578 3423 4 4 1000 

578 3424 5 4 1200 

578 3425 6 5 1400 

578 3426 6 7 1600 

578 3427 8 7 1800 

578 3428 8 8 2000 

 

Application area 

 particularly suitable for 

pre cleaning and main cleaning 

 universally applicable for many  

conveyed materials such as sand 

and gravel, 

hard coal, ores, sinter, cement 

 not suitable for use  

with mechanical fasteners  

 also suitable for use in 

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter: 

S/SL: 300 – 650 mm 

L/LL: 400 – 1050 mm 

REMACLEAN HM-F2 PUR S 

 

Installation of REMACLEAN HM-F2 

PUR LL
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 PUR 

 
Article numbers 

REMACLEAN HM-F2 PUR SL (short in line) 

Art. no. Description 

Number of 

segment feet 

PUR-105 

Belt width 

[mm] 

578 3405 

REMACLEAN HM-F2 PUR SL 

(short in line) 

4 500 

578 3406 5 650 

578 3407 6 800 

578 3408 8 1000 

578 3409 9 1200 

578 3410 10 1400 

578 3411 12 1600 

578 3412 14 1800 

578 3413 15 2000 

 

 

REMACLEAN HM-F2 PUR L (long) 

Art. no. Description 
Number of segment feet 

PUR-180         PUR-200 

Belt width 

[mm] 

578 3397 

REMACLEAN HM-F2 PUR L 

(long) 

3 2 650 

578 3398 3 3 800 

578 3399 4 4 1000 

578 3400 4 5 1200 

578 3401 5 6 1400 

578 3402 6 7 1600 

578 3403 7 8 1800 

578 3404 8 8 2000 

REMACLEAN HM-F2 PUR SL 

(short in line) 

 

REMACLEAN HM-F2 PUR L (long) 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 PUR 

 
Article numbers 

REMACLEAN HM-F2 PUR LL (long in line) 

Art. no. Description 

Number of 

segment feet 

PUR-200 

Belt width 

[mm] 

578 3380 

REMACLEAN HM-F2 PUR LL 

(long in line) 

5 650 

578 3381 6 800 

578 3382 8 1000 

578 3383 9 1200 

578 3384 10 1400 

578 3385 12 1600 

578 3386 14 1800 

578 3387 15 2000 

 

 
 Spare and wear parts REMACLEAN HM-F2 PUR 

Art. no. Description 
Width / Height 

[mm] 

578 3250 Carbide carrier HMT-F2/120, center* 

120 
578 3267 Carbide carrier HMT-F2/120, right* 

578 3274 Carbide carrier HMT-F2/120, left* 

578 3419 Carbide carrier HMT-F2 PUR S/L 

578 3415 Segment foot F2 PUR-85 (for S) 85 

578 3416 Segment foot F2 PUR-105 (for S and SL) 105 

578 3417 Segment foot F2 PUR-180 (for L) 180 

578 3418 Segment foot F2 PUR-200 (for L and LL) 200 

578 3414 PUR spacer SL/LL 10 

 

REMACLEAN HM-F2 PUR LL 

(long in line) 

 

Carbide carrier HMT-F2 

* for version HM-F2 PUR SL and LL  

 

Segment feet F2 PUR-85 and 180 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-F2 PUR 

 
Installation dimensions S and L 

Belt width 

[mm] 

Weight 

[kg] A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 
S L SL LL 

500 34.4 - 34.7 - 450 500 560 – 1160 1300 

650 39.3 39.9 39.4 40.3 560 680 730 – 1340 1480 

800 44.1 44.9 44.2 45.4 670 830 880 – 1590 1730 

1000 50.8 51.8 50.8 52.5 890 1050 1080 – 1790 1950 

1200 56.0 57.1 56.0 57.8 1000 1270 1300 – 2020 2170 

1400 61.2 64.6 61.2 63.2 1200 1490 1520 – 2240 2390 

1600 67.9 70.9 67.9 70.3 1440 1710 1740 – 2460 2610 

1800 74.6 77.8 74.6 77.4 1680 1930 1960 – 2680 2830 

2000 79.4 82.8 79.4 82.5 1770 2130 2160 – 2880 3030 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F3 

The REMACLEAN PUR-F3 conveyor belt cleaning system is suitable for belt speeds of up to 4.0 m/s and drum diameters 

of up to 800 mm. The highly abrasion-resistant and individually moveable PUR segment ensure optimum adaptation to 

the conveyor belt surface and effective cleaning that is gentle on the conveyor belt. Thanks to the lever clamping device 

with tension spring, the contact pressure can be adjusted continuously.  

 

 

Properties  

 PUR cleaning elements in  

standard segmented version  

 MONOBLOCK version with   

continuous PUR strip  

 long service life through the use of  

highly abrasion-resistant  

REMA TIP TOP PUR quality  

 for operating temperatures from     

-40°C to +80°C 

 for belt speeds  

up to 4.0 m/s 

 

Article numbers 

REMACLEAN PUR-F3 

Art. no. Description 
Belt width 

[mm] 

578 5504 

REMACLEAN PUR-F3 

500 

578 5505 650 

578 5506 800 

578 5507 1000 

578 5508 1200 

578 5509 1400 

578 5510 1600 

578 5511 1800 

578 5512 2000 

578 5513 2200 

578 5518 2400 

 

REMACLEAN PUR-F3 MONOBLOCK 

Special version with continuous PUR segment  

Art. no. Description 
Belt width 

[mm] 

578 6270 

REMACLEAN PUR-F3 MONOBLOCK 

650 

578 6271 800 

578 6272 1000 

578 6273 1200 

578 6274 1400 

578 6275 1600 

Application area 

 particularly suitable for 

pre-cleaning 

 universally applicable for many  

conveyed material such as sand 

and gravel, 

hard coal, ores, sinter, cement 

and in the chemical industry  

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

of 160 – 800 mm 

 

REMACLEAN PUR-F3 

Installation of REMACLEAN PUR-F3 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F3 
 

Article numbers 

 Spare and wear parts PUR-F3 

Art. no. Description 
Width / 

Height [mm] 

578 5501 Segment PUR-F3-200 200 

578 5502  Segment PUR-F3-300 300 

578 5503 Segment PUR-F3-400 400 

578 5581 Segment PUR-F3-300 V* 300 

578 5591 Segment PUR-F3-400 V* 400 

578 1950 Segment PUR-F3-300 BLUE** 300 

578 1951 Segment PUR-F3-400 BLUE** 400 

578 5514 Segment PUR-F3-300 HONEY*** 300 

578 5515 Segment PUR-F3-400 HONEY*** 400 

  
* Version V with self-extinguishing properties and ATEX suitability  

** BLUE version is suitable for use in the chemical industry, 

at temperatures up to 100°C (120°C for a short time) and 100% humidity   

*** HONEY version is suitable for use in high humidity conditions  

and with materials containing high levels of water. Also suitable for ATEX areas.  

 
 Spare and wear parts PUR-F3/F4 

Art. no. Description 
Belt width 

[mm] 

578 5541 

REMACLEAN PUR-F3/F4 steel construction 

(without PUR segment) 

650 

578 5542 800 

578 5543 1000 

578 5544 1200 

578 5545 1400 

578 5546 1600 

578 5547 1800 

578 5548 2000 

578 5549 2200 

578 5551 2400 

 

 

 

 

 

 

 

 

 

REMACLEAN PUR-F3/F4  

Steel construction 

 

Segment PUR-F3 

 

Segment PUR-F3 V 

 

Segment PUR-F3 BLUE 
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Segment PUR-F3 HONEY 

 



 

 

REMACLEAN Belt cleaning systems  
F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F3 
 

 Article numbers 

 Spare and wear parts PUR-F3/F4 

Art. no. Description 

578 4993 Standard extension piece BW 400 – 900  

578 4994 Standard extension piece from BW 1000 

578 4990 Lightweight extension piece  

578 4991 Heavy extension piece  

578 4992 Lightweight VA piece (VA = stainless steel) 

 

 

Art. no. Description 
Belt width 

[mm] 

578 4929 

REMACLEAN PUR-F3/F4 system carrier 

(without extension piece, without 

segments) 

650 

578 4930 800 

578 4940 1000 

578 4950 1200 

578 4960 1400 

578 4970 1600 

578 4980 1800 

578 4981 2000 

578 4982 2200 

578 4983 2400 

Heavy extension piece 

 

Lightweight extension piece 

 

REMACLEAN PUR-F3/F4  

system carrier 
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Standard extension piece 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F3 

 
Article numbers  

Spare and wear parts PUR-F3/F4 VA 

Art. no. Description 
Belt width 

[mm] 

578 5696 

REMACLEAN PUR-F3/F4 VA* 

steel construction, 

(without PUR segments) 

650 

578 5690 800 

578 5691 1000 

578 5692 1200 

578 5693 1400 

578 5694 1600 

578 5695 1800 

578 5270 2000 

578 4910 2200 

578 4911 2400 

 

* VA = stainless steel 

 

 Spare and wear parts PUR-F3 MONOBLOCK 

Art. no. Description 
Width / 

Height [mm] 

578 1910 Segment PUR-F3 -600 MONOBLOCK RED 600 

578 1911 Segment PUR-F3 -700 MONOBLOCK RED 700 

578 1912 Segment PUR-F3 -900 MONOBLOCK RED 900 

578 1913 Segment PUR-F3 -1100 MONOBLOCK RED 1100 

578 1914 Segment PUR-F3 -1300 MONOBLOCK RED 1300 

578 1915 Segment PUR-F3 -1500 MONOBLOCK RED 1500 

578 1940 Segment PUR-F3 -600 MONOBLOCK BLUE 600 

578 1941 Segment PUR-F3 -700 MONOBLOCK BLUE 700 

578 1942 Segment PUR-F3 -900 MONOBLOCK BLUE 900 

578 1943 Segment PUR-F3 -1100 MONOBLOCK BLUE 1100 

578 1944 Segment PUR-F3 -1300 MONOBLOCK BLUE 1300 

578 1945 Segment PUR-F3 -1500 MONOBLOCK BLUE 1500 

 

 

 

 

 

 

 

 

 

Segment PUR-F3 MONOBLOCK 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F3 

 
Installation dimensions  

Belt width  

[mm] 

Weight  

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

500 35.2 400 550 – 1050 1340 

650 41.0 600 750 – 1200 1540 

800 43.9 700 850 – 1350 1640 

1000 58.7 900 1050 – 2300 2600 

1200 64.7 1100 1250 – 2500 2800 

1400 70.5 1300 1450 – 2700 3000 

1600 76.3 1500 1650 – 2900 3200 

1800 81.9 1700 1850 – 3100 3400 

2000 87.8 1900 2050 – 3300 3600 

2200 93.6 2100 2250 – 3500 3800 

2400 99.4 2300 2450 – 3700 4000 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F4 

The REMACLEAN PUR-F4 conveyor belt cleaning system is suitable for belt speeds of up to 4.0 m/s and drum diameters 

of up to 1000 mm. The highly abrasion-resistant and individually moveable PUR segments ensure optimum adaption to 

the conveyor belt surface and effective cleaning that is gentle on the conveyor belt. Thanks to the lever clamping device 

with tension spring, the contact pressure can be adjusted continuously.  

 

 

Properties 

 PUR cleaning elements in   

standard segmented version  

 MONOBLOCK version with 

continuous PUR strip 

 long service life through the use of  

highly abrasion-resistant   

REMA TIP TOP PUR quality 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds   

up to 4.0 m/s 

 

 

 

Article numbers 

REMACLEAN PUR-F4 

Art. no. Description 
Belt width 

[mm] 

578 5700 

REMACLEAN PUR-F4 

500 

578 5710 650 

578 5720 800 

578 5730 1000 

578 5740 1200 

578 5750 1400 

578 5760 1600 

578 5770 1800 

578 5780 2000 

578 5551 2200 

578 5553 2400 

 

Application area 

 particularly suitable for  

pre-cleaning 

 universally applicable for many 

conveyed materials such as sand 

and gravel, 

hard coal, ores, sinter, cement 

and in the chemical industry  

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter of 

500 to 1000 mm 

 

REMACLEAN PUR-F4 

 

Installation of REMACLEAN 

PUR-F4
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F4 
 

Article numbers 

REMACLEAN PUR-F4 MONOBLOCK 

 Special version with continuous PUR segment  

Art. no. Description 
Belt width 

[mm] 

578 6280 

REMACLEAN PUR-F4 MONOBLOCK 

650 

578 6281 800 

578 6282 1000 

578 6283 1200 

578 6284 1400 

578 6285 1600 

 
Spare and wear parts PUR-F4 

Art. no. Description 
Width / 

Height [mm] 

578 5521 Segment PUR-F4-200 200 

578 5522 Segment PUR-F4-300 300 

578 5523 Segment PUR-F4-400 400 

578 5580 Segment PUR-F4-300 V* 300 

578 5590 Segment PUR-F4-400 V* 400 

578 1960 Segment PUR-F4-300 BLUE** 300 

578 1961 Segment PUR-F4-400 BLUE** 400 

578 5516 Segment PUR-F4-300 HONEY** 300 

578 5517 Segment PUR-F4-400 HONEY** 400 

  
* Version V with self-extinguishing properties and ATEX suitability  

** BLUE version is suitable for use in the chemical industry, 

at temperatures up to 100°C (120°C for a short time) and 100% humidity   

*** HONEY version is suitable for use in high humidity conditions  

and with materials containing high levels of water. Also suitable for ATEX areas.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Segment PUR-F4 

 

Segment PUR-F4 V 

Segment PUR-F4 BLUE 
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Segment PUR-F4 HONEY 

1.1 

 For further spare and wear parts, see also the article 

numbers for the REMACLEAN PUR-F3 cleaning system. 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F4 
 

Article numbers 

Spare and wear parts PUR-F4 MONOBLOCK 

Art. no. Description 

Width/ 

Height 

[mm] 

578 1921 Segment PUR-F4 -600 MONOBLOCK RED 600 

578 1922 Segment PUR-F4 -700 MONOBLOCK RED 700 

578 1923 Segment PUR-F4 -900 MONOBLOCK RED 900 

578 1924 Segment PUR-F4-1100 MONOBLOCK RED 1100 

578 1925 Segment PUR-F4 -1300 MONOBLOCK RED 1300 

578 1920 Segment PUR-F4 -1500 MONOBLOCK RED 1500 

578 1930 Segment PUR-F4 -600 MONOBLOCK BLUE 600 

578 1931 Segment PUR-F4 -700 MONOBLOCK BLUE 700 

578 1932 Segment PUR-F4 -900 MONOBLOCK BLUE 900 

578 1933 Segment PUR-F4 -1100 MONOBLOCK BLUE 1100 

578 1934 Segment PUR-F4 -1300 MONOBLOCK BLUE 1300 

578 1935 Segment PUR-F4 -1500 MONOBLOCK BLUE 1500 

 
Installation dimensions  

Belt width 

[mm] 

Weight  

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

500 35.2 400 550 – 1050 1340 

650 41.0 600 750 – 1200 1540 

800 43.9 700 850 – 1350 1640 

1000 58.7 900 1050 – 2300 2600 

1200 64.7 1100 1250 – 2500 2800 

1400 70.5 1300 1450 – 2700 3000 

1600 76.3 1500 1650 – 2900 3200 

1800 81.9 1700 1850 – 3100 3400 

2000 87.8 1900 2050 – 3300 3600 

2200 93.6 2100 2250 – 3500 3800 

2400 99.4 2300 2450 – 3700 4000 

 

 

 

 

 

 

 

 

 

 

Segment PUR-F4 MONOBLOCK 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F4 HD 

This system is suitable for cleaning the carrying side of the conveyor belt on the drum and for conveyor speeds of up to 

6.0 m/s. The individual polyurethane segments of the REMACLEAN PUR-F4 HD are firmly connected to the system carrier 

and are also flexible, so that the segments can adapt optimally to the conveyor belt surface. This enables effective and 

gentle cleaning. The exact preload is guaranteed thanks to a single- or double-sided lever tensioning device of the PUR-

F5 system.  

 

Properties 

 long service life through the use of  

highly abrasion-resistant 

REMA TIP TOP PUR quality* 

 optimal adjustment of the  

segments on the conveyor belt 

surface 

 for operating temperatures from   

-40°C to +80°C 

 for belt speeds  

up to 6.0 m/s 

 

 

 

 

 

Article numbers 

REMACLEAN PUR-F4 HD 

Art. no. Description 
Belt width 

[mm] 

578 5721 

REMACLEAN PUR-F4 HD 

800 

578 5731 1000 

578 5741 1200 

578 5751 1400 

578 5761 1600 

578 5771 1800 

578 5781 2000 

578 5782 2200 

578 5783 2400 

578 5784 2600 

 

*Segments identical to REMACLEAN PUR-F4 

 

Spare parts PUR-F4 HD 

Art. no. Description 
Length  

[mm] 

578 4991 Extension piece F4 HD, Standard 700 

578 4995 Extension piece F4 HD, short 450 

 

 

 

 

Application area 

 particularly suitable for  

pre-cleaning  

 universally applicable for many 

conveyed materials such as sand 

and gravel, 

hard coal, ores, sinter, cement 

and in the chemical industry  

 also suitable for  use in 

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameters of 

500 to 1000 mm 

 

REMACLEAN PUR-F4 HD 

Installation of REMACLEAN PUR-F4 HD 

 

Clamping device  

REMACLEAN PUR-F4 HD / PUR-F5 
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1.1 

 For wear parts segments, see also the article numbers of 

the REMCLEAN PUR-F4 cleaning system. 

Extension piece F4 HD, short 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F4 HD 

 
Installation dimensions 

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

800 63.2 700 774 1600 – 2020 2198 

1000 68.9 900 974 1800 – 2220 2398 

1200 74.9 1100 1180 2000 – 2420 2604 

1400 80.7 1300 1374 2200 – 2620 2798 

1600 86.5 1500 1576 2400 – 2820 3000 

1800 92.2 1700 1774 2600 – 3020 3198 

2000 98.0 1900 1974 2800 – 3220 3398 

2200 103.9 2100 2174 3000 – 3420 3598 

2400 109.0 2300 2374 3200 – 3620 3798 

2600 115.0 2500 2574 3400 – 3820 3995 
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F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F5 

The REMACLEAN PUR-F5 conveyor belt cleaning system is suitable for belt speeds of up to 4.0 m/s and drum diameters 

of up to 800 mm. The highly abrasion-resistant and individually moveable PUR segments ensure optimum adaption to 

the conveyor belt surface and effective cleaning that is gentle on the conveyor belt. The robust lever clamping device 

with spring ensures precise and infinitely variable adjustment the contact pressure.  

 

Properties 

 long service life through the use of  

highly abrasion-resistant  

REMA TIP TOP PUR quality  

 optimal adjustment of the   

segments on the conveyor belt 

surface  

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds   

up to 4.0 m/s 

 

 

 

Article numbers 

REMACLEAN PUR-F5 

Art. no. Description 
Belt Width 

[mm] 

578 5599 

REMACLEAN PUR-F5 

400 

578 5600 500 

578 5610 650 

578 5620 800 

578 5630 1000 

578 5640 1200 

578 5650 1400 

578 5651 1600 

 
Spare and wear parts PUR-F5 

Art. no. Description 
Width / 

Height [mm] 

578 5660 Segment PUR-F5 

100 
578 5661 Segment PUR-F5, white (not FDA) 

578 5662 Segment PUR-F5 V* 

578 5665 Segment PUR-F5 CA 

578 5670 Support bracket PUR-F5 

578 5680 Clamping device PUR-F5 

  
* Version V with self-extinguishing properties and ATEX suitability  

Application area 

 particularly suitable for  

pre-cleaning  

 universally applicable for many  

conveyed materials such as sand 

and gravel, 

hard coal, ores, sinter, cement 

and in the chemical industry  

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

200 to 800 mm 

 

 

REMACLEAN PUR-F5 

 

Installation of REMACLEAN PUR-

F5 

Clamping device  

REMACLEAN PUR-F4 HD / PUR-F5 

Support bracket  

REMACLEAN PUR-F4 HD / PUR-F5 
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 For spare parts for system carriers, see also the article 

numbers of the REMACLEAN HM-U7 cleaning system. 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F5 

 

 

 

 

 

 

 

 
 

 

Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

400 31.1 300 410 – 1050 1190 390 

500 34.1 400 520 – 1160 1300 500 

650 39.3 600 720 – 1340 1480 680 

800 44.5 700 850 – 1590 1730 830 

1000 49.8 900 1070 – 1810 1950 1050 

1200 55.8 1100 1290 – 2030 2170 1270 

1400 61.7 1300 1510 – 2250 2390 1490 

1600 67.7 1500 1740 – 2440 2610 1710 

 

Segment PUR-F5 

 

Segment PUR-F5 V 

 

Segment PUR-F5, white (no FDA/EU-certification) 
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REMACLEAN PUR-F6 

The REMACLEAN PUR-F6 system is suitable for belt speeds of up to 4.0 m/s and drum diameters from 200 to 800 mm. 

The highly abrasion-resistant continuous PUR cleaning strips ensure effective cleaning that is gentle on the conveyor 

belt. The rail allows for easy installation on the system carrier. The lever pressure device with tension spring ensures 

precise, infinitely variable adjustment of the contact pressure.   

 

Properties 

 long service life through the use of 

highly abrasion-resistant  

REMA TIP TOP PUR quality 

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds  

up to 4.0 m/s 

 

 

 

Article numbers 

REMACLEAN PUR-F6* 

Art. no. Description 
Belt width 

[mm] 

578 6510 

REMACLEAN PUR-F6* 

500 

578 6511 650 

578 6512 800 

578 6513 1000 

578 6514 1200 

578 6515 1400 

578 6516 1600 

 
*Standard version: cleaning width = belt width - 200 mm  

 

REMACLEAN PUR-F6 long** 

Art. no. Description 
Belt width 

[mm] 

578 6501 

REMACLEAN PUR-F6 long** 

500 

578 6502 650 

578 6503 800 

578 6504 1000 

578 6505 1200 

578 6506 1400 

578 6507 1600 

 

** Long version: cleaning width = belt width - 50 mm 

 

 

Application area 

 particularly suitable for  

pre-cleaning  

 universally applicable for many  

conveyed materials 

 can be used  in the recycling 

industry thanks to oil- and 

grease-resistant cleaning strip 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

200 to 800 mm 

 

REMACLEAN PUR-F6 

Installation of REMACLEAN PUR-F6 

 

REMACLEAN PUR-F6 long 
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F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F6 

 
Article numbers 

Spare and wear parts PUR-F6 

Art. no. Description 
Width 

[mm] 

578 6520 

Segment PUR-F6 

300 

578 6521 450 

578 6522 600 

578 6523 750 

578 6524 800 

578 6525 950 

578 6526 1000 

578 6527 1150 

578 6528 1200 

578 6529 1350 

578 6530 1400 

578 6531 1550 

578 6535 
Clamping device PUR-F6, V2,  

unilaterally tensioned (spring) 

Belt width 

500 - 1000 

578 6536 
Clamping device PUR-F6, V2,  

tensioned on both sides (spring) 

Belt width 

1200 - 1600 

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] B 

[mm] 

C 

[mm] Standard 

(-200) 

Long 

(-50) 

Standard 

(-200) 

Long 

(-50) 

500 23.8 25.8 300 450 600 – 1260 1500 

650 27.2 28.7 450 600 750 – 1410 1650 

800 29.8 31.3 600 750 900 – 1510 1750 

1000 33.9 35.5 800 950 1100 – 1760 2000 

1200 40.2 41.7 1000 1150 1300 – 1960 2200 

1400 44.1 45.6 1200 1350 1500 – 2160 2400 

1600 47.9 49.4 1400 1550 1700 – 2360 2600 

35 1.1 – F-series 

PUR-F6 clamping device V2, 

tension side 

PUR-F6 clamping device V2,  

load-bearing side 



 

 

REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F6-S 

The REMACLEAN PUR-F6-S system is suitable for belt speeds of up to 2.5 m/s and drum diameters from 200 to 800 mm. 

The highly abrasion-resistant continuous PUR cleaning strips ensure effective cleaning that is gentle on the conveyor 

belt. The rail allows for easy installation on the system carrier. The lever pressure device with tension spring ensures 

precise, infinitely variable adjustment of the contact pressure.   

 

Properties 

 long service life through the use of 

highly abrasion-resistant  

REMA TIP TOP PUR quality  

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from  

-40°C to +80°C 

 for belt speeds 

up to 3.0 m/s 

 

 

 

Article numbers 

REMACLEAN PUR-F6-S* 

Art. no. Description 
Belt width 

[mm] 

578 0001 

REMACLEAN PUR-F6-S* 

500 

578 0002 650 

578 0003 800 

578 0004 1000 

578 0005 1200 

578 0006 1400 

578 0007 1600 

 
*Standard version: cleaning width = belt width-200 mm  

 

REMACLEAN PUR-F6-S long** 

Art. no. Description 
Belt width 

[mm] 

578 0008 

REMACLEAN PUR-F6-S long** 

400 

578 0009 500 

578 0010 650 

578 0011 800 

578 0012 1000 

578 0013 1200 

578 0014 1400 

578 0015 1600 

 

** Long version: cleaning width = belt width-50 mm 

  

Application area 

 particularly suitable for  

pre-cleaning  

 universally applicable for many  

conveyed materials 

 can be used  in the recycling 

industry thanks to oil- and 

grease-resistant cleaning strip 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

of up to 150 to 550 mm 

 

REMACLEAN PUR-F6-S 

 

Installation of REMACLEAN PUR-F6-S 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F6-S 

 
Article numbers 

Spare and wear parts PUR-F6-S 

Art. no. Description 
Width 

[mm] 

578 0041 

Segment PUR-F6-S 

300 

578 0042 350 

578 0043 450 

578 0044 600 

578 0045 750 

578 0046 800 

578 0047 950 

578 0048 1000 

578 0049 1150 

578 0050 1200 

578 0051 1350 

578 0052 1400 

578 0053 1550 

 
Installation dimensions  

Belt width 

[mm] 

Weight  

[kg] 

A 

[mm] B 

[mm] 

C 

[mm] Standard 

(-200) 

Long 

(-50) 

Standard 

(-200) 

Long 

(-50) 

400 / 10.6 / 350 500 – 1000  1150 

500 10.9 11.5 300 450 600 – 1100 1250 

650 12.2 12.7 450 600 750 – 1250 1400 

800 13.4 14.0 600 750 900 – 1400 1550 

1000 16.7 17.2 800 950 1100 – 1600 1750 

1200 18.3 18.9 1000 1150 1300 – 1800 1950 

1400 20.4 20.9 1200 1350 1500 – 2100 2250 

1600 22.0 22.6 1400 1550 1700 – 2300 2450 
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Segment PUR-F6-S 
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F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F7 

 
Article numbers 

Art. no. Description 
Width 

[mm] 

578 6670 Segment PUR-F7 153 

 

 

 

 

 

REMACLEAN PUR-F8 

This system is suitable for cleaning the carrying side of conveyor belt on drums with diameters from Ø 500 to 1800 mm and for 

conveyor belt speeds of up to 6.0 m/s. The individual segments of the REMACLEAN PUR-F8 are firmly connected to the system 

carrier and are also flexible, so that the segments can adapt optimally on the conveyor belt surface. In combination with the 

lever tensioning device, the system ensures effective cleaning that is gentle on the conveyor belt. 

 

Properties 

 long service life through the use of 

highly abrasion-resistant  

REMA TIP TOP PUR quality  

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from  

-40°C to +80°C 

 for belt speeds  

up to 6.0 m/s 

 

 

 

 

Article numbers 

Art. no. Description 
Belt width 

[mm] 

578 6682 

REMACLEAN PUR-F8 

650 

578 6683 800 

578 6684 1000 

578 6685 1200 

578 6686 1400 

578 6687 1600 

578 6688 1800 

578 6689 2000 

578 6690 2200 

578 6679 2400 

Segment PUR-F7 

 

Application area  

 particularly suitable for  

pre-cleaning  

 universally suitable for many  

conveyed materials such as sand 

and gravel, 

hard coal, lignite, ores, sinter and 

cement 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

500 to 1800 mm 

 

REMACLEAN PUR-F8 

 

Installation of REMACLEAN PUR-F8 
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F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F8 

 
Article numbers 

Spare and wear parts PUR-F8 

Art. no. Description 
Width  

[mm] 

578 6680 Segment PUR-F8-160 A* 160 

578 6691 Segment PUR-F8-250 A* 250 

578 6681 Segment PUR-F8-160 B** 160 

578 6668 Segment PUR-F8-160 NAVY BLUE *** 160 

578 6669 Segment PUR-F8-250 NAVY BLUE *** 250 

 
* PUR in abrasion-resistant REMA TIP TOP standard quality 

** Special quality PUR, particularly abrasion-resistant    

*** PUR in acid-resistant version up to 100°C (120°C for short times), particularly suitable  

for use with copper as the conveyed material 

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

650 61.9 570 694 820 – 1220 1558 

800 68.6 730 854 980 – 1380 1718 

1000 85.1 910 1034 1160 – 2310 2658 

1200 91.6 1070 1194 1320 – 2470 2818 

1400 107.3 1250 1374 1500 – 2650 2998 

1600 117.2 1480 1604 1730 – 2880 3228 

1800 124.1 1640 1764 1890 – 3040 3388 

2000 146.1 1870 1994 2120 – 3270 3618 

2200 153.9 2030 2154 2280 – 3430 3778 

2400 162.6 2190 2354 2460 – 3600 3978 

Segment PUR-F8 

 

Segment PUR-F8 

type B 
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Segment PUR-F8 

NAVY BLUE 
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F-series for use on the drum 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F300 

This conveyor belt cleaning system is suitable for pre-cleaning the carrying side of the conveyor belt on the drum for 

belt speeds of up to 7.0 m/s and drum diameters from 600 to 1400 mm. The individual polyurethane segments are 

firmly connected to the system carrier and are also flexible, so that the segments can adapt optimally to the conveyor 

belt surface. This enables effective and gentle cleaning. The lever clamping device with spring on the REMACLEAN PUR-

F300 ensures precis, infinitely variable adjustment of the preload.   

 

Properties 

 long service life through the use of  

highly abrasion-resistant  

REMA TIP TOP PUR quality 

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds  

up to 7.0 m/s 

 

 

 

 

Article numbers 

REMACLEAN PUR-F300 

Art. no. Description 
Cleaning width 

[mm] 

Belt width 

[mm] 

578 5842 

REMACLEAN PUR-F300 

900 (3 Seg.) 1000 

578 5841 900 (3 Seg.) 1200 

578 5840 1200 (4 Seg.) 1400 

578 5291 1500 (5 Seg.) 1600 

578 5290 1500 (5 Seg.) 1800 

578 5280 1800 (6 Seg.) 2000 

578 5281 2100 (7 Seg.) 2200 

578 5282 2100 (7 Seg.) 2400 

578 5283 2400 (8 Seg.) 2600 

578 5284 2700 (9 Seg.) 2800 

578 5285 2700 (9 Seg.) 3000 

 
Spare and wear parts PUR-F300 

Art. no. Description 
Width  

[mm] 

578 5850 
Segment PUR-F300 

200 

578 5860 300 

Application area 

 particularly suitable for  

pre-cleaning 

 universally suitable for many  

conveyor materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter and cement 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

600 to 1400 mm 

 

REMACLEAN PUR-F300 

 

Installation of REMACLEAN PUR-F300 
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F-series for use on the drum 

…………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN PUR-F300 

 
Installation dimensions 

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

1000 260.8 900 1200 2400 

260 150 x 100 

1600 – 1880  

1200 267.9 900 1400 2600 1800 – 2100  

1400 298.0 1200 1600 2800 2000 – 2300  

1600 366.7 1500 1800 3000 2200 – 2500  

1800 373.7 1500 2000 3200 2400 – 2700  

2000 403.5 1800 2200 3400 2600 – 2900  

2200 433.3 2100 2400 3600 2800 – 3100  

2400 440.3 2100 2600 3800 3000 – 3300  

2600 470.1 2400 2800 4000 3200 – 3500  

2800 499.9 2700 3000 4200 3400 – 3700  

3000 506.9 2700 3200 4400 3600 – 3900  
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REMACLEAN PUR-F400 

This conveyor belt cleaning system is suitable for pre-cleaning the carrying side of the conveyor belt on the drum for 

belt speeds of up to 8.0 m/s and drum diameters from 1000 to 1800 mm. The individual polyurethane segments are 

firmly connected to the system carrier and are also flexible, so that the segments can adapt optimally to the conveyor 

belt surface. This enables effective and gentle cleaning. The lever clamping device with spring on the REMACLEAN PUR-

F400 ensures precis, infinitely variable adjustment of the preload.   

 

Properties  

 long service life through the use of  

highly abrasion-resistant  

REMA TIP TOP PUR quality 

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds  

up to 8.0 m/s 

 

 

 

 

Article numbers 

REMACLEAN PUR-F400 

Art. no. Description 
Cleaning width 

[mm] 

Belt width 

[mm] 

578 6077 

REMACLEAN PUR-F400 

900 (3 Seg.) 1000 

578 6078 900 (3 Seg.) 1200 

578 6079 1200 (4 Seg.) 1400 

578 6080 1500 (5 Seg.) 1600 

578 6081 1500 (5 Seg.) 1800 

578 6110 1800 (6 Seg.) 2000 

578 6120 2100 (7 Seg.) 2200 

578 6121 2100 (7 Seg.) 2400 

578 6122 2400 (8 Seg.) 2600 

578 6123 2700 (9 Seg.) 2800 

578 6124 2700 (9 Seg.) 3000 

 
Spare and wear parts PUR-F400 

Art. no. Description 
Width  

[mm] 

578 6090 
Segment PUR-F400 

200 

578 6100 300 

578 6102 Segment PUR-F400 CB 
300 

578 6101 Segment PUR-F400 CC 

Application area 

 particularly suitable for  

pre-cleaning 

 universally suitable for many  

conveyor materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter and cement 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

1000 bis 1800 mm 

 

REMACLEAN PUR-F400 

 

Installation of REMACLEAN PUR-F400 

 

Segment PUR-F400 
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REMACLEAN Belt cleaning systems  

F-series for use on the drum 
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REMACLEAN PUR-F400 

 
Installation dimensions  

Belt width  

[mm] 

Weight  

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

1000 266.8 900 1200 2400 

260 150 x 100 

1600 – 1880 

1200 273.8 900 1400 2600 1800 – 2100 

1400 305.9 1200 1600 2800 2000 – 2300 

1600 376.6 1500 1800 3000 2200 – 2500 

1800 383.7 1500 2000 3200 2400 – 2700 

2000 415.5 1800 2200 3400 2600 – 2900 

2200 447.2 2100 2400 3600 2800 – 3100 

2400 454.3 2100 2600 3800 3000 – 3300 

2600 486.1 2400 2800 4000 3200 – 3500 

2800 499.9 2700 3000 4200 3400 – 3700 

3000 524.9 2700 3200 4400 3600 – 3900 
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REMACLEAN PUR-F500 

This conveyor belt cleaning system is suitable for pre-cleaning the carrying side of the conveyor belt on the drum for 

belt speeds of up to 10.0 m/s and drum diameters from 1200 to 2200 mm. The individual polyurethane segments are 

firmly connected to the system carrier and are also flexible, so that the segments can adapt optimally to the conveyor 

belt surface. This enables effective and gentle cleaning. The lever clamping device with spring on the REMACLEAN PUR-

F500 ensures precis, infinitely variable adjustment of the preload.   

 

Properties 

 long service life through the use of  

highly abrasion-resistant  

REMA TIP TOP PUR quality 

 optimal adjustment of the   

segments on the conveyor belt 

surface 

 for operating temperatures from 

-40°C to +80°C 

 for belt speeds  

up to 10.0 m/s 

 

 

Article numbers 

REMACLEAN PUR-F500 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
*TU = tension unit 
 

Spare and wear parts PUR-F500 

Art. no. Description 
Width 

[mm] 

578 5900 
Segment PUR-F500 

300 

578 5899 150 

578 5901 Segment PUR-F500 CA 300 

Art. no. Description 
Cleaning width 

[mm] 

Belt width 

[mm] 

578 5910 REMACLEAN PUR-F500, TU unilateral  1200 (4 Seg.) 1400 

578 5920 

REMACLEAN PUR-F500, TU on both sides 

1200 (4 Seg.) 1400 

578 5571 1200 (4 Seg.) 1600 

578 5572 1500 (5 Seg.) 1600 

578 5573 REMACLEAN PUR-F500, TU unilateral 1500 (5 Seg.) 1600 

578 5930 

REMACLEAN PUR-F500, TU on both sides 

1500 (5 Seg.) 1800 

578 5870 1800 (6 Seg.) 2000 

578 5570 1800 (6 Seg.) 2200 

578 5940 2100 (7 Seg.) 2200 

578 5950 2100 (7 Seg.) 2400 

578 5960 2400 (8 Seg.) 2600 

578 5970 2400 (8 Seg.) 2800 

578 5980 2700 (9 Seg.) 2800 

578 5990 2700 (9 Seg.) 3000 

Application area 

 particularly suitable for  

pre-cleaning 

 universally suitable for many  

conveyor materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter and cement 

 also suitable for use in  

reversible operation (Installation 

of one cleaner per drum is 

recommended) 

 for drum diameter 

1200 bis 2200 mm 

 

REMACLEAN PUR-F500 

 

Installation of   

REMACLEAN PUR-F500 

 

Segment PUR-F500 
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REMACLEAN PUR-F500 

 
Installation dimensions  

Belt width  

[mm] 

Weight 

[kg] 

A 

[mm] 

Number of 

segments 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

1400  

(TU unilateral) 
398 1200 4 1500 2700 

260 250 x 150 

1900 – 2200 

1400  489 1200 4 1500 2700 1900 – 2200 

1600 500 1200 4 1700 2900 2100 – 2400 

1600 541 1500 5 1700 2900 2100 – 2400 

1600  

(TU unilateral) 
506 1500 5 1700 2900 2100 – 2400 

1800 559 1500 5 1900 3100 2300 – 2700 

2000 614 1800 6 2100 3300 2500 – 2800 

2200  629 1800 6 2300 3500 2700 – 3100 

2200 670 2100 7 2300 3500 2700 – 3100 

2400 686 2100 7 2500 3700 2900 – 3300 

2600 741 2400 8 2700 3900 3100 – 3500 

2800 756 2400 8 2900 4200 3300 – 3600 

2800 796 2700 9 2900 4200 3300 – 3600 
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U-series for use on the lower belt 
………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U1 

 
This conveyor belt cleaning system is suitable for cleaning the conveyor belt in the lower run at belt speeds of up to 6.5 

m/s. The segmented carbide strip of the REMACLEAN HM-U1 adapts flexible to the conveyor belt and enables effective 

and gentle cleaning. The version of the carbide spatula with non-stick plastic apron ensures a long service life and 

reliability. Precise preload and control of the pressure guaranteed thanks of the spindle clamping device with integrated 

scale.  

 

Properties 

 long service life through the use of 

high-quality carbides 

 optimal adjustment of individual   

spatulas on the conveyor belt 

surface 

 protection of the system carrier 

by drip aprons 

 for belt speeds  

up to 6.5 m/s 

 

 

Article numbers 

REMACLEAN HM-U1 

Art. no. Description 
Belt Width 

[mm] 

578 9137 

REMACLEAN HM-U1 

400 

578 9144 500 

578 9151 650 

578 9168 800 

578 9175 900 

578 9182 1000 

578 9199 1200 

578 9209 1400 

578 9216 1600 

578 9223 1800 

578 9230 2000 

578 9247 2200 

578 9254 2400 

 
Spare and wear parts HM-U1 

Art. no. Description 
Width  

[mm] 

578 9326 Carbide carrier HMT-U1, with PE apron, center 

120 

578 9333 Carbide carrier HMT-U1, with  PE apron, right 

578 9340 Carbide carrier HMT-U1, with PE apron, left  

578 9130 Carbide carrier HMT-U1, 4 mm, with PE apron, center 

578 9371 Carbide carrier HMT-U1, without PE apron, center, set 50 pcs. 

Application area  

 particularly suitable for  

pre-cleaning 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter, cement, clay,  

recycling and gypsum  

 special version in stainless steel 

and for temperatures  

up to 120 °C available  
REMACLEAN HM-U1 

Installation of REMACLEAN HM-U1 

HMT-U1 with apron 

HMT-U1 without apron 
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REMACLEAN HM-U1 

 
Article numbers  

Accesories HM-U1/U2 

Art. no. Description 
Belt width  

[mm] 

578 9508 

Reversing stop (1 pair) 

400 – 650 

578 9515 800 – 1000 

578 9522 ab 1200 

578 9845 
Step plate (1 pair) 

400 – 1000 

578 9846 from 1200 

 

 
REMACLEAN HM-U1 HR 

Art. no. Description 
Belt width 

[mm] 

578 3281 

REMACLEAN HM-U1 HR* 

400 

578 3298 500 

578 3308 650 

578 3315 800 

578 3322 900 

578 3339 1000 

578 3340 1200 

578 3341 1400 

 
* Version HR (heat-resistant) for operating temperatures up to 120°C  

Belt widths > 1400 mm are available on request 

 
Spare and wear parts HM-U1 HR 

Art. no. Description 
Belt width   

[mm] 

578 9807 Carbide carrier HMT-U1 HR, with VA apron, center 

120 578 9814 Carbide carrier HMT-U1 HR, with VA apron, right  

578 9821 Carbide carrier HMT-U1 HR, with VA-apron, left 

 

Reversing stop HM-U1/U2 

 

Step plate HM-U1/U2 

REMACLEAN HM-U1 HR 

HMT-U1 HR, with VA apron 

 

47 1.2 – U-series 



 

 

REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U1 

 
Article numbers  

REMACLEAN HM-U1 VA 

 Stainless steel design for corrosive media and the food industry (material 1.4571) 

Art. no. Description 
Belt width 

[mm] 

578 5210 

REMACLEAN HM-U1 VA 

500 

578 5227 650 

578 5234 800 

578 5241 900 

578 5258 1000 

578 5260 1200 

 

 
Spare and wear parts HM-U1 VA 

Art. no. Description 
Width 

[mm] 

578 9883 Carbide carrier HMT-U1 VA, with VA apron, center 

120 578 9890 Carbide carrier HMT-U1 VA, with VA apron, right 

578 9900 Carbide carrier HMT-U1 VA, with VA apron, left 

REMACLEAN HM-U1 VA 
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REMACLEAN HM-U1 

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

G 

[mm] 

H 

[mm] 

400 32.1 360 600 – 1200 1400 

51 120 – 220 

70 120 160 

500 33.7 480 720 – 1300 1530 

650 35.3 600 840 – 1400 1650 

800 47.0 720 960 – 1500 1770 

60,3 110 – 225 900 48.8 840 1080 – 1600  1890 

1000 50.5 960 1200 – 1700 2000 

1200 80.7 1080 1350 – 2400 2750 
76,1 110 – 220 

1400 84.9 1200 1450 – 2500 2870 

1600 138.2 1440 1700 – 2550 3000 

101,6 120 – 220 100 150 200 

1800 147.7 1680 1900 – 2850 3300 

2000 182.4 1800 2100 – 2850  3500 

2200 190.8 2040 2300 – 3150 3750 

2400 199.1 2280 2500 – 3350 4000 
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REMACLEAN HM-U2 

This conveyor belt cleaning system is suitable for cleaning the conveyor belt in the lower run at belt speeds of up to 6.5 

m/s. The continuous carbide strip of the REMACLEAN HM-U2 enables effective cleaning that is gentle on the belt. The 

carbide strip with a non-stick coating ensures a long service life and reliability. Precise preload and control of the 

pressure guaranteed thanks of the spindle clamping device with integrated scale.  

 

 

Properties 

 long service life through the use of 

high-quality carbides  

 low maintenance thanks to the  

clamping device with torsion 

elements and preload scale 

 protection of the system carrier 

by drip aprons 

 for belt speeds  

up to 6.5 m/s 

 

  
Article numbers  

REMACLEAN HM-U2 

Art. no. Description 
Belt width 

[mm] 

578 9278 

REMACLEAN HM-U2 

500 

578 9285 650 

578 9292 800 

578 0105 900 

578 0112 1000 

578 0920 1200 

578 0930 1400 

578 0931 1600 

578 0932 1800 

578 0933 2000 

578 0934 2200 

578 0935 2400 

 

 
 

 
 

 

 

 

 

 

 

 

 

REMACLEAN HM-U2 

 

Installation of REMACLEAN HM-U2 

 

Application area 

 suitable for fine cleaning 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter, cement, clay,  

recycling and gypsum  

 

1.2 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U2 

 
Article numbers 

Spare and wear parts HM-U2 

Art. no. Description 
Belt width 

[mm] 

578 9412 

Carbide carrier HMT-U2, 

type 16 (standard version) 

500 

578 9429 650 

578 9436 800 

578 0129 900 

578 0136 1000 

578 0140 1200 

578 1450 1400 

578 0950 1600 

578 0951 1800 

578 0952 2000 

578 0953 2200 

578 0954 2400 

 

Art. no. Description 
Belt width 

[mm] 

578 0955 

Carbide carrier HMT-U2, 

type 15* 

500 

578 0956 650 

578 0957 800 

578 0958 1000 

578 0959 1200 

 

* Version type 15 (black coating) for use  

with highly abrasive materials, e.g. with a high quartz content  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HMT-U2 type 16 (red coating) 

 For accessories such as step plates, see also the article 

numbers of the REMACLEAN HM-U1 cleaning system. 
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HMT-U2 type 15 (black coating) 

 



 

 

REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U2 

 
Installation dimensions  

Belt width  

[mm] 

Wight  

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

G 

[mm] 

H 

[mm] 

500 34.5 480 720 – 1300 1530 

51 120 – 220 

70 120 160 

650 36.2 600 840 – 1400 1650 

800 48.1 720 960 – 1500 1770 

900 50.0 840 1080 – 1600  1890 

60,3 
110 – 225 

1000 52.0 960 1200 – 1700 2000 

1200 82.3 1080 1350 – 2400 2750 
110 – 220 

1400 86.6 1200 1450 – 2500 2870 
76,1 

1600 140.6 1440 1700 – 2550 3000 

120 – 220 

1800 150.4 1680 1900 – 2850 3300 

101,6 100 150 200 
2000 185.2 1800 2100 – 2850  3500 

2200 202.1 2040 2300 – 3150 3750 

2400 211.9 2280 2500 – 3350 4000 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U3 

The REMACLEAN HM-U3 conveyor belt cleaning system is an effective of the continuous carbide strip REMACLEAN HML 

and the precise INNOVATION tension clamping device. The carbide strip with a non-stick coating ensures a long service 

life and reliability. The system is suitable for belt speeds of up to 4.0 m/s and ensures effective cleaning that is gentle 

on the conveyor belt. 

 

Properties 

 long service life through the use of 

high-quality carbides  

 low maintenance due to the  

clamping device with torsion  

elements and preload scale,  

including tilt adjustment of the 

cleaning bar to the belt   

 non-stick coating on the  

material outlet 

 for belt speeds up to 4.0 m/s 

  
Article numbers 

REMACLEAN HM-U3 

Art. no. Description 
Belt width 

[mm] 

578 8900 

REMACLEAN HM-U3 

400 

578 8910 500 

578 8920 650 

578 8930 800 

578 8940 1000 

578 8950 1200 

578 8951 1400 

578 8901 

REMACLEAN HM-U3, type 15* 

400 

578 8911 500 

578 8921 650 

578 8931 800 

578 8941 1000 

578 8952 1200 

 

* * Version type 15 for use with highly abrasive materials,  

e.g. with a high quartz content  

 

Accessories HM-U3 

Art. no. Description 
Belt width 

[mm] 

578 8130 

Reversing stop (1 pair) 

400 – 800 

578 8140 1000 

578 8150 from 1200 

 

 

REMACLEAN HM-U3 

Application area 

 particularly suitable for   

fine cleaning 

 universally suitable for many 

conveyed materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter, cement, clay,  

recycling and gypsum  

 for operating temperatures from 

-40°C to +80°C 

 

Installation of REMACLEAN HM-U3 
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Reversing stop HM-U3 (INNOVATION) 

 



 

 

REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U3 

 

Spare and wear parts HM-U3 

Art. no. Description 
Belt width 

[mm] 

578 2010 

REMACLEAN HML, type 16 

400 

578 2020 500 

578 2030 650 

578 2040 800 

578 2060 1000 

578 2070 1200 

578 2072 1400 

578 1601 

REMACLEAN HML, type 15* 

400 

578 1611 500 

578 1621 650 

578 1641 800 

578 1651 1000 

578 1661 1200 

 

Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

F 

[mm] 

G 

[mm] 

H 

[mm] 

I 

[mm] 

J 

[mm] 

K 

[mm] 

400 19.1 360 600 – 800 720 

186 178 138 8 158 264 
500 20.4 480 700 – 900 840 

650 21.7 600 850 – 1050 960 

800 22.9 720 950 – 1180 1080 

1000 36.3 960 1250 – 1500 1360 232 200 160 20 180 335 

1200 60.3 1080 1500 – 1750 1480 
299 240 200 25 220 405 

1400 64.2 1320 1740 – 1980 1720 

 

REMACLEAN HML type 15 
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REMACLEAN HML type 16 

 



 

 

REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U7 

The REMACLEAN HM-U7 conveyor belt cleaning system is suitable for belt speeds of up to 4.0 m/s. Thanks to the 

effective combination of carbide metals embedded in polyurethane, optimal adaptation to the conveyor belt surface is 

guaranteed. The carbide scrapers can rotate around their own axis, ensuring gentle cleaning of the conveyor belt.  

 

Properties 

 long service life through the use of 

high-quality carbides  

 tool-free installation and  

replacement of segments thanks  

to the clamp fasteners  

 protection of the system carrier  

through integrated drip aprons 

 for belt speeds   

up to 4.0 m/s 

  
Article numbers 

REMACLEAN HM-U7 

Art. no. Description 
Belt width 

[mm] 

578 9300 

REMACLEAN HM-U7 

400 

578 9301 500 

578 9302 650 

578 9303 800 

578 9304 1000 

578 9305 1200 

578 9306 1400 

 
REMACLEAN HM-U7 MF 

Art. no. Description 
Belt width 

[mm] 

578 8970 

REMACLEAN HM-U7 MF* 

400 

578 8971 500 

578 8972 650 

578 8973 800 

578 8974 1000 

578 8975 1200 

578 8976 1400 

 
* MF Version is suitable for use with mechanical fasteners 

 

REMACLEAN HM-U7 

 

Application area  

 particularly suitable for 

fine cleaning 

 universally suitable for many 

conveyed materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter, cement, clay,  

recycling and gypsum  

 not suitable for use in reversible 

operation   

 

Installation of REMACLEAN HM-U7 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U7 

 
Article numbers  

REMACLEAN HM-U7 V 

Art. no. Description 
Belt width 

[mm] 

578 2622 

REMACLEAN HM-U7 V* 

400 

578 2623 500 

578 2624 650 

578 2625 800 

578 2626 1000 

578 2627 1200 

578 2628 1400 

 
* Version V with self-extinguishing properties and ATEX suitability 

 

REMACLEAN HM-U7 V MF 

Art. no. Description 
Belt width 

[mm] 

578 9981 

REMACLEAN HM-U7 V MF** 

400 

578 9982 500 

578 9983 650 

578 9984 800 

578 9980 1000 

578 9985 1200 

578 9986 1400 

 
** Combination of the properties of the V and MF version 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U7 

 
Article numbers  

Spare and wear parts HM-U7/U8 

Art. no. Description 
Length 

[mm] 

578 9441 
Scraper SP-U7/U8-210 

Round iron with carbide spatula 
210 

578 9440 
Segment SEG+SP-U7-210 

Segment U7 incl. caribe spatula 

578 9442 
Scraper SP-U7/U8-235 

Round iron with carbide spatula 
235 

578 9443 
Segment SEG+SP-U7-235 

Segment U7 incl. caribe spatula 

578 8550 
Scraper SP-U7/U8-310 

Round iron with carbide spatula 
310 

578 8551 
Segment SEG+SP-U7-310 

Segment U7 incl. caribe spatula 

578 8560 
Scraper SP-U7/U8-335 

Round iron with carbide spatula 
335 

578 8561 
Segment SEG+SP-U7-335 

Segment U7 incl. caribe spatula 

578 9460 
Scraper SP-U7/U8-210 MF 

Round iron with carbide spatula 

210 

578 9540 
Segment SEG+SP-U7-210 MF 

Segment U7 incl. caribe spatula 

578 9470 
Segment SEG+SP-U7-210 V MF 

Segment U7 incl. caribe spatula 

578 9491 
Segment SEG+SP-U7-210 HONEY 

Segment U7 incl. caribe spatula 

578 9480 
Scraper SP-U7/U8-235 MF 

Round iron with carbide spatula 

235 

578 9550 
Segment SEG+SP-U7-235 MF 

Segment U7 incl. caribe spatula 

578 9490 
Segment SEG+SP-U7-235 V MF 

Segment U7 incl. caribe spatula 

578 9492 
Segment SEG+SP-U7-235 HONEY 

Segment U7 incl. caribe spatula 

 

Carbide spatula HM-U7/U8 

 

Carbide spatula MF HM-U7/U8 

(for mechanical fasteners) 

 

Segment HM-U7 

 

Segment HM-U7 V 

(self-extinguishing and ATEX 

compliant) 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U7 

 
Article numbers   

Accessoires HM-U7/U8 

Art. no. Description 
Belt width 

[mm] 

578 9660 Adjustable arm HM-U7/U8 (1 piece) 

578 9661 Adjustable arm HM-U7/U8 VA (1 piece) 

578 9610 Clamping spindle HM-U7/U8 (1 piece) 

578 9670 Mounting bracket HM-U7/U8 (1 pair) 

578 8290 Clamping device HM-U7 (1 pair) 

578 8291 Clamping device HM-U7 VA (1 pair) 

578 8160 

System carrier  

HM-U7/U8/U11R/F2 PUR/PUR-F5 

400 

578 8170 500 

578 8180 650 

578 8190 800 

578 8200 1000 

578 8210 1200 

578 8220 1400 

578 8230 1600 

578 8240 1800 

578 8250 2000 

578 8251 2200 

578 8270 2400 

578 6130 

System carrier VA 

HM-U7/U8/U11R/F2 PUR/PUR-F5 

400 

578 6140 500 

578 6150 650 

578 6160 800 

578 6170 1000 

578 6180 1200 

578 6181 1400 

578 6182 1600 

578 6183 1800 

578 6184 2000 

578 6185 2200 

578 6186 2400 

578 9600 Extension – system carrier (by 250 mm) 

Adjustable arm HM-U7/U8 

 

Clamping spindle HM-U7/U8 

 

Mounting bracket HM-U7/U8 

 

Clamping device  HM-U7 

System carrier 

 

Extension – system carrier 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U7 

 
Installation dimensions 

Belt width  

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

400 31.7 320 530 – 1110 1190 

500 34.8 420 630 – 1230 1300 

650 40.3 620 830 – 1410 1480 

800 44.9 720 920 – 1660 1730 

1000 51.2 920 1140 – 1880 1950 

1200 57.4 1120 1360 – 2100 2170 

1400 63.6 1320 1580 – 2310 2390 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U8 

The REMACLEAN HM-U8 conveyor belt cleaning system is suitable for belt speeds of up to 6.5 m/s. Thanks to the 

effective combination of carbide metals embedded in polyurethane, optimal adaptation to the conveyor belt surface is 

guaranteed. The carbide scrapers can rotate around their own axis, ensuring gentle cleaning of the conveyor belt. 

 

Properties 

 long service life through the use of 

high-quality carbides  

 tool-free installation and  

replacement of segments thanks  

to the clamp fasteners  

 protection of the system carrier  

through integrated drip aprons 

 for belt speeds   

up to 6.5 m/s 

 
Article numbers 

REMACLEAN HM-U8 

Art. no. Description 
Belt width 

[mm] 

578 9310 

REMACLEAN HM-U8 

800 

578 9311 1000 

578 9312 1200 

578 9313 1400 

578 9314 1600 

578 9315 1800 

578 9316 2000 

578 9317 2200 

 
REMACLEAN HM-U8 MF 

Art. no. Description 
Belt width 

[mm] 

578 8980 

REMACLEAN HM-U8 MF* 

800 

578 8981 1000 

578 8982 1200 

578 8983 1400 

578 8984 1600 

578 8985 1800 

578 8986 2000 

578 8987 2200 

 
* MF Version is suitable for use with mechanical fasteners 

 

REMACLEAN HM-U8 

Application area 

 particularly suitable for 

fine cleaning 

 universally suitable for many 

conveyed materials such as sand 

and gravel, hard coal, lignite, 

ores, sinter, cement, clay,  

recycling and gypsum  

 not suitable for use in reversible 

operation   

  

Installation of REMACLEAN 

HM-U8
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U8 

 
Article numbers   

REMACLEAN HM-U8 V 

Art. no. Description 
Belt width 

[mm] 

578 2629 

REMACLEAN HM-U8 V* 

800 

578 2630 1000 

578 2631 1200 

578 2632 1400 

578 2633 1600 

578 2634 1800 

578 2635 2000 

578 2636 2200 

 
* Version V with self-extinguishing properties and ATEX suitability 

 

REMACLEAN HM-U8 V MF 

Art. no. Description 
Belt width 

[mm] 

578 9450 

REMACLEAN HM-U8 V MF** 

800 

578 9451 1000 

578 9452 1200 

578 9453 1400 

578 9454 1600 

578 9455 1800 

578 9456 2000 

578 9457 2200 

 
** Combination of the properties of the V and MF version 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U8 

 
Article numbers  

Spare and wear parts HM-U8 

Art. no. Description 
Length  

[mm] 

578 7750 
Segment SEG+SP-U8-210 

Segment U8 incl. carbide spatula 

210 

578 7760 
Segment SEG+SP-U8-210 MF 

Segment U8 incl. carbide spatula 

578 7771 
Segment SEG+SP-U8-210 V 

Segment U8 incl. carbide spatula 

578 7770 
Segment SEG+SP-U8-210 V MF 

Segment U8 incl. carbide spatula 

578 9493 
Segment SEG+SP-U8-210 HONEY 

Segment U8 incl. carbide spatula 

578 7780 
Segment SEG+SP-U8-235 

Segment U8 incl. carbide spatula 

235 

578 7790 
Segment SEG+SP-U8-235 MF 

Segment U8 incl. carbide spatula 

578 7801 
Segment SEG+SP-U8-235 V 

Segment U8 incl. carbide spatula 

578 7800 
Segment SEG+SP-U8-235 V MF 

Segment U8 incl. carbide spatula 

578 9494 
Segment SEG+SP-U8-235 HONEY 

Segment U8 incl. carbide spatula 

 
Accessories HM-U8 

Art. no. Description 

578 8300 Clamping device HM-U8/U11R (1 pair) 

578 8510 Clamping pressure device HM-U8/U11R VA (1pair) 

Segment HM-U8 

 

Segment HM-U8 MF 

 

Clamping device HM-U8 

 For further spare and wear parts, see also the article 

numbers of the REMACLEAN HM-U7 cleaning system. 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U8 

 
Installation dimensions  

Belt width  

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

800 46.5 720 920 – 1660 1730 

1000 52.9 920 1140 – 1880 1950 

1200 59.2 1120 1360 – 2100 2170 

1400 65.6 1320 1580 – 2310 2390 

1600 71.9 1520 1800 – 2530 2610 

1800 78.4 1720 2020 – 2750 2830 

2000 84.3 1920 2220 – 2950 3030 

2200 90.4 2120 2430 – 3150  3230 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U10 

The REMACLEAN HM-U10 conveyor belt cleaning system is suitable for effective, conveyor belt-friendly cleaning at 

speeds of up to 6.5 m/s. The individually movable carbide scrapers adapt perfectly to the conveyor belt surface. The 

contact pressure can be easily adjusted using the built-in spindle clamping device.  

 

Properties 

 long service life through the use of 

high-quality carbides  

 optimal adjustment to the  

belt surface due to the elastic 

mounting of the scraper 

 protection of the system carrier 

by drip aprons 

 for belt speeds  

up to 6.5 m/s 

 
Article numbers  

REMACLEAN HM-U10 

Art. no. Description 
Belt width 

[mm] 

578 1550 

REMACLEAN HM-U10 

400 

578 1551 500 

578 1552 650 

578 1553 800 

578 1554 900 

578 1555 1000 

578 1556 1200 

578 1560 1400 

578 1570 1600 

578 1580 1800 

578 1581 2000 

578 1582 2200 

578 1583 2400 

 

Spare and wear parts HM-U8 

Art. no. Description 

Length/ 

Belt width 

[mm] 

578 3638 carbide carrier HMT-U1S/U9/U10, with PE apron, center 

120 

578 1100 carbide carrier HMT-U1S/U9/U10,  with PE apron, rigth  

578 1090 carbide carrier HMT-U1S/U9/U10, with PE apron, left 

578 9601 
carbide carrier HMT-U1S/U9/U10, without PE apron, center 

set 50 pcs. 

578 3610 Torsion part U9/U10,without HMT 400 – 1000 

578 3620 Torsion part U9/U10, without HMT from 1200 

REMACLEAN HM-U10 

 

Application area 

 particularly suitable for 

fine cleaning 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter, cement, clay,  

recycling and gypsum  

 

 

Installation of REMACLEAN HM-U10 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U10 

 
Article numbers 

Spare and wear parts HM-U8 

Art. no. Description 
Belt width  

[mm] 

578 3670 

Clamping device HM-U10 

400 – 650 

578 3680 800 – 1000 

578 3690 1200 – 1400 

578 3220 from 1600 

 

 
Installation dimensions  

Belt width 

[mm] 

Weight  

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

400 27.2 360 460 – 1250 1400 

51 500 30.7 480 560 – 1350 1500 

650 34.4 600 680 – 1500 1650 

800 41.8 720 800 – 1600 1750 

60.3 900 44.9 840 920 – 1800 1900 

1000 48.6 960 1040 – 1900 2000 

1200 67.6 1080 1160 – 2050 2200 
76.1 

1400 73.4 1200 1300 – 2250 2400 

1600 122.3 1440 1550 – 2800 3000 

101.6 

1800 136.4 1680 1760 – 3100  3300 

2000 146.7 1800 1900 – 3400 3600 

2200 157.4 2040 2150 – 3600 3750 

2400 170.3 2280 2400 – 3850 4000 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U10 S  

The REMACLEAN HM-U10 S conveyor belt cleaning system is suitable for effective, conveyor belt-friendly cleaning at 

speeds of up to 8.0 m/s. The individually movable HMT-U1 carbide scrapers adapt perfectly to the conveyor belt surface. 

The contact pressure can be easily adjusted using the built-in spindle clamping device. 

 

Properties 

 long service life through the use of 

high-quality carbides  

 optimal adjustment to the  

belt surface due to the elastic 

mounting of the scraper 

 protection of the system carrier 

by drip aprons 

 for belt speeds  

up to 8.0 m/s 

 
Article numbers  

REMACLEAN HM-U10 S 

Art. no. Description 
Belt Width 

[mm] 

578 1585 

REMACLEAN HM-U10 S 

400 

578 1586 500 

578 1587 650 

578 1588 800 

578 1589 1000 

578 1590 1200 

578 1591 1400 

578 1592 1600 

578 1593 1800 

578 1594 2000 

578 1595 2200 

578 1596 2400 

578 1597 2600 

REMACLEAN HM-U10 S 

 

Application area 

 particularly suitable for  

fine cleaning of poorly 

flowing conveyed material 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter, cement, clay,  

recycling and gypsum  

 

Installation of REMACLEAN HM-U10 

 For further spare and wear parts, see also the article 

numbers of the REMACLEAN HM-U1/HM-U10 cleaning system. 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U10 S 

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

400 27.2 360 460 – 1250 1400 

51 500 30.7 480 560 – 1350 1500 

650 34.4 600 680 – 1500 1650 

800 41.8 720 800 – 1600 1750 

60.3 900 44.9 840 920 – 1800 1900 

1000 48.7 960 1040 – 1900 2000 

1200 67.6 1080 1160 – 2050 2200 
76.1 

1400 73.4 1200 1300 – 2250 2400 

1600 122.3 1440 1550 – 2800 3000 

101.6 

1800 136.4 1680 1760 – 3100  3300 

2000 146.9 1800 1900 – 3400 3600 

2200 157.4 2040 2150 – 3600 3750 

2400 170.3 2280 2400 – 3850 4000 

2600 175.9 2520 2700 – 4000 4250 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U11R 

The REMACLEAN HM-U11R conveyor belt cleaning system is specially designed for use in reversible operation. The 

effective combination of polyurethane and carbide ensures effective cleaning that is gentle on the conveyor belt. The 

carbide scarpers, which are individually mounted in PUR segments, ensure optimum adaptation to the conveyor belt 

surface. Thanks to the spindle clamping device, installation and adjustment of the contact pressure is straightforward.  

 

Properties 

 long service life through the use of 

high-quality carbides  

 optimal adjustment to the  

belt surface due to the elastic 

mounting of the scraper 

 protection of the system carrier 

by drip aprons 

 belt speeds: 

HM-U11R 70 up to 3.5 m/s 

HM-U11R 85 up to 6.5 m/s 

 

 
Article numbers   

REMACLEAN HM-U11R 70 

Art. no. Description 
Belt width 

[mm] 

578 1800 

REMACLEAN HM-U11R 70* 

400 

578 1810 500 

578 1820 650 

578 1830 800 

578 1840 1000 

578 1850 1200 

578 1860 1400 

578 1870 1600 

578 1880 1800 

578 1890 2000 

 
* Belt speeds up to 3.5 m/s

REMACLEAN HM-U11R 

 

Application area  

 particularly suitable for 

fine cleaning 

 specially designed for use in 

reversible operation  

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter, cement, clay,  

recycling and gypsum  

 

Installation of REMACLEAN HM-U11R 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U11R 

 
Article numbers  

REMACLEAN HM-U11R 85 

Art. no. Description 
Belt width 

[mm] 

578 2081 

REMACLEAN HM-U11R 85** 

400 

578 2082 500 

578 2083 650 

578 2100 800 

578 2090 1000 

578 2091 1200 

578 2092 1400 

578 2093 1600 

578 2094 1800 

578 2095 2000 

 
** Belt speeds up to 6.5 m/s  

 
Spare and wear parts HM-U11R 

Art. no. Description 
Width 

[mm] 

578 1900 Segment SEG+SP-U11R-70 

120 

578 2080 Segment SEG+SP-U11R-85 

578 1901 Segment SEG+SP-U11R V* 

578 1902 Segment SEG+SP-U11R BLUE** 

578 1903 Segment SEG+SP-U11R HONEY*** 

 
* Version V with self-extinguishing properties and ATEX suitability  

** BLUE version is suitable for use in the chemical industry, 

at temperatures up to 100°C (120°C for a short time) and 100% humidity   

*** HONEY version is suitable for use in high humidity conditions  

and with materials containing high levels of water. Also suitable for ATEX areas.  

  

Segment HM-U11R 

Segment U11R V 

Segment U11R BLUE 

Segment U11R HONEY 
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U-series for use on the lower belt 
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REMACLEAN HM-U11R 

 
Installation dimensions 

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

400 32.9 360 530 – 1110 1190 390 

500 36.1 480 590 – 1230 1300 500 

650 40.4 600 770 – 1410 1480 680 

800 45.2 720 920 – 1660 1730 830 

1000 51.5 960 1140 – 1880 1950 1050 

1200 56.5 1080 1360 – 2100 2170 1270 

1400 62.9 1320 1580 – 2310 2390 1490 

1600 69.3 1560 1800 – 2530 2610 1710 

1800 74.3 1680 2020 – 2750 2830 1930 

2000 80.3 1920 2220 – 2950 3030 2130 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U500 

REMACLEAN HM-U500 is a universal conveyor belt cleaning system suitable for different conveyor materials and belt 

speeds of up to 10.0 m/s. The segments are mounted individually on the system support tube and the carbide scrapers 

are mounted on polyurethane feet so that they can rotate. As a result, they adapt optimally to the conveyor belt surface 

and ensure effective cleaning that is gentle on the conveyor belt. The spindle clamping device enables easy installation 

and adjustment of the contact pressure. 

 

Properties 

 long service life through the use of 

high-quality carbides  

 optimal adaptation to the  

belt surface thanks to elastically  

mounted scarpers that can 

rotate around their own axis 

 protection of the system carrier 

by drip aprons 

 for belt speeds  
up to 10.0 m/s 

 

 

Article numbers  

REMACLEAN HM-U500 

Art. no. Description 
Belt width 

[mm] 

578 5890 

REMACLEAN HM-U500 

1400 

578 5891 1600 

578 3970 1800 

578 5580 2000 

578 5871 2200 

578 5881 2400 

578 5882 2600 

578 5883 2800 

578 3980 3000 

 

Spare and wear parts HM-U500 

Art. no. Description 

Width / 

Length  

[mm] 

578 8890 
Segment SEG+SP-U500-350 

Segment U500 incl. carbide spatula 
350 

578 8891 
Segment SEG+SP-U500-375 

Segment U500 incl. carbide spatula 
375 

578 8700 
Segment foot SEG-U500 

Segment U500 without carbide spatula 

REMACLEAN HM-U500 

 

Application area 

 particularly suitable for 

fine cleaning 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter and cement 

 

Installation of REMACLEAN HM-U500 
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Segment SEG+SP-U500 

 

Segment foot SEG-U500 



 

 

REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 
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REMACLEAN HM-U500 

 
Article numbers 
 

Spare and wear parts HM-U500 

Art. no. Description 
Width / 

Length  [mm] 

578 8580 
Scarpers SP-U500-285 (2 mm glued) 

Round iron with carbide spatula 
285 

578 8570 
Scarpers SP-U500-310 (2 mm glued) 

Round iron with carbide spatula 
310 

578 8581 
Scarpers SP-U500-285 MF* (2 mm glued) 

Round iron with carbide spatula 
285 

578 8571 
Scarpers SP-U500-310 MF*(2 mm glued) 

Round iron with carbide spatula 
310 

578 8582 
Scarpers SP-U500-285 (4 mm glued) 

Round iron with carbide spatula 
285 

578 8572 
Scarpers SP-U500-310 (4 mm glued) 

Round iron with carbide spatula 
310 

578 8583 
Scarpers SP-U500-4-285 (4 mm soldered) 

Round iron with carbide spatula 
285 

578 8573 
Scarpers SP-U500-4-310 (4 mm soldered) 

Round iron with carbide spatula 
310 

 

* MF Version is suitable for use with mechanical fasteners 

 

Installation dimensions  
 

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

Number of 

segments 

1400 239 1320 1790 2990 

160 150 x 100 

2300 – 2800  13 

1600 242 1420 1790 2990 2300 – 2800  14 

1800 256 1520 1990 3190 2500 – 3000  15 

2000 273 1720 2190 3390 2700 – 3200  17 

2200 280 1720 2390 3590 2900 – 3400  17 

2200 291 1920 2390 3590 2900 – 3400  19 

2400 298 1920 2590 3790 3100 – 3600  19 

2600 316 2120 2790 3990 3300 – 3800  21 

2800 323 2120 2990 4190 3500 – 4000  21 

2800 
333  

(344) 

2320 

(2520) 
2990 4190 3500 – 4000  

23  

(25) 

3000 
356  

(365) 

2520 

(2720) 
3290 4490 3800 – 4300  

25  

(27) 
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REMACLEAN Belt cleaning systems 

U-series for use on the lower belt 

………………………………………………………………………………………………………………………………………………………………… 

 

REMACLEAN HM-U500 TWIN 

REMACLEAN HM-U500 TWIN is a universal conveyor belt cleaning system suitable for different conveyor materials and 

belt speeds of up to 10.0 m/s. The segments are mounted individually on the system support tube and the double 

carbide scrapers are mounted on polyurethane feet so that they can rotate. As a result, they adapt optimally to the 

conveyor belt surface and ensure effective cleaning that is gentle on the conveyor belt. The spindle clamping device 

enables easy installation and adjustment of the contact pressure. 

 

Properties 

 long service life through the use of 

high-quality carbides  

 optimal adaptation to the  

belt surface thanks to elastically  

mounted scarpers that can 

rotate around their own axis 

 protection of the system carrier 

by drip aprons 

 for belt speeds  
up to 10.0 m/s 
 

 

Article numbers  

REMACLEAN HM-U500 TWIN 

Art. no. Description 
Belt width 

[mm] 

578 3065 

REMACLEAN HM-U500 TWIN 

1400 

578 3066 1600 

578 3067 1800 

578 3068 2000 

578 3069 2200 

578 3070 2400 

578 3071 2600 

578 3072 2800 

578 3073 3000 

 

REMACLEAN HM-U500 TWIN 

 

Application area 

 particularly suitable for 

fine cleaning 

 universally suitable for fine 

cleaning of many conveyed 

materials such as sand and 

gravel, hard coal, lignite, ores, 

sinter and cement 

 

Installation of REMACLEAN HM-U500 

TWIN 
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REMACLEAN HM-U500 TWIN 
 

Article numbers 

Spare and wear parts HM-U500 

Art. no. Description 
Width 

[mm] 

578 9398 
Segment SEG+SP-U500 TWIN short 

Segment U500 TWIN incl. carbide spatula 

120 578 9397 
Segment SEG+SP-U500 TWIN long 

Segment U500 TWIN incl. carbide spatula 

578 9396 
Scarper SP-U500 TWIN (4 mm soldered) 

Carbide spatula incl. rocker 

578 3074 
Segment SEG+RD-U500 TWIN short 

Segment U500 TWIN incl. round iron, without spatula 
100 

578 3075 
Segment SEG+RD-U500 TWIN long 

Segment U500 TWIN incl. round iron, without spatula 

578 3076 
Segment feet SEG-U500 TWIN 

Segment U500 TWIN without carbide spatula 

 

spatula SP-U500 TWIN 

 

Segment SEG+SP-U500 TWIN 

 

Segment SEG+RD-U500 TWIN 

Segment foot SEG -U500 TWIN 
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U-series for use on the lower belt 
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REMACLEAN HM-U500 TWIN 

 
Installation dimensions  

Belt width 

[mm] 

Weight 

[kg] 

A 

[mm] 

B 

[mm] 

C 

[mm] 

D 

[mm] 

E 

[mm] 

F 

[mm] 

Number of 

segments 

1400 238 1220 1340 2540 

160 150 x 100 

1800 – 2350 12 

1600 260 1420 1540 2740 2100 – 2550 14 

1800 281 1620 1740 2940 2200 – 2650 16 

2000 302 1820 1940 3140 2400 – 2850 18 

2200 324 2020 2140 3340 2600 – 3050 20 

2400 345 2220 2340 3540 2900 – 3450 22 

2600 366 2420 2540 3740 3000 – 3550 24 

2800 387 2620 2740 3940 3200 – 3750 26 

3000 410 2820 2940 4140 3400 – 3950 28 
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REMACLEAN GRB-S 

The REMACLEAN GRB-S conveyor belt cleaning brush is ideal for removing fine or powdery material that only sticks 

lightly. The knobbed rubber coating ensures effective cleaning that is gentle on the conveyor belt. The spindle clamping 

device makes it easy to mount the motor-driven brush and adjust it to the conveyor belt.  
 

Properties 

 easy installation by means of  

spindle clamping device  

 high flexibility and extremely 

gentle on the belt due to rubber 

nub coating  

 for belt speeds  
up to 2.5 m/s  

 suitable for use in reversible  

operation 

(The motor must be switched to 

match the belt direction.) 

 

 

Technical data – nubbed covering  

Polymer base NR DIN ISO 1629 

Specific weight  1.05 g/cm³ DIN EN ISO 1183-1 

Hardness 49 Shore A DIN ISO 7619-1 

Colour  black 

 

 

Article numbers   

REMACLEAN GRB-S 

Art. no. Description 
Belt width 

[mm] 

578 4997 

REMACLEAN GRB-S 

400 

578 4998 500 

578 4999 650 

578 5000 800 

578 5001 1000 

578 5002 1200 

578 5003 1400 

578 5004 1600 

578 5005 1800 

578 5006 2000 

 
 Available with special motor (V/Hz) if required

REMACLEAN GRB-S 

 

Application area 

 effective cleaning of smooth 

conveyor belts 

 universally usable  for fine 

cleaning of many conveyed 

materials such as  

lightly adhering, powdery 

materials  

 pre-cleaning is recommended for 

heavy soiling  

 

Installation of REMACLEAN GRB-S 

76 © TIP TOP Industrievulkanisation Borna GmbH 2025 

1.3 
















































































































































































